Embassy of the United States of America — Zagreb
Thomasa Jeffersona 2
Zagreb, Croatia

April 15, 2011

Dear Prospective Quoter:

SUBJECT: Salicitation for Guard Booth Renovation

The Embassy of the United States of America inwites to submit a quotation for Guard Booth Renmratat
Chief of Mission’s residence (Tuskanac 80).

The Embassy intends to conduct a Site Visit toudiscthe requirements of this solicitation April 22, 2011.
Vendors interested in attending should contact M&ndra Kovacevic 0n01/661-2156 or via e-mail
KovacevicS@state.gdwy April 20, 2011 (noon) to submit their names and contact numbers forvssie

Submit your quotation via e-mail to the above nmred e-mail addreds/ 12:00 (noon) on or before
May 09, 2011. No quotations will be accepted after this time.

Direct any questions regarding this solicitationMs. Sandra Kovacevic by e-mail or by telephone61/2156
during regular business hours.



CMR Guard Booth Renovation

American Embassy Zagreb, Croatia
STATEMENT OF WORK
CMR Guard Booth renovation and Exterior Lighting

The American Embassy in Zagreb is planning to perfeome exterior renovations on the
Chief of Mission Residence Compound at TuskanaZ8Qreb.

1. General information

a)
b)
c)
d)
e)

1.1 Therenovationswill include the following work:

Temporary relocation of the existing guard booth,

Removal of several trees and shrubs in the permoéthe new guard booth,
Demolition of the existing concrete surfaces,

Construction of a new guard booth,

Installation of the new light posts along the dvwag.

1.2 Price of the contract

The bidders will offer a fixed price for all worksd materials described below.
The measurements provided in this scope of worlappeoximate. The potential
bidders are required to make their own measurenatrke site visit. The
Embassy will allow the contractor to make detaiteehsurements after the
contract has been awarded and before the stdreafidrk. Any price change
based on the quantities differing from this statenaod work will not be accepted.

1.3 Drawings

Project drawings on paper will be submitted toittierested contractors at the
site visit. The winning bidder will get the CADd# in the dwg format upon
request.

1.4 Modifications to the contract

In the case that the contractor finds that anyteudil work is necessary in order
to successfully complete the project, and that werkot covered in this
Statement of Work, the contractor will submit auest for change to the
Contracting Officer. The request for change widllude the reason for change,
price, and the duration of the additional work. Teatractor will not proceed
with any additional work until the change is authed by the Contracting
Officer.
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CMR Guard Booth Renovation

1.5 Materials and equipment

a) The contractor will submit certificates that prawat all materials and
equipment used in the project comply with the deéins in this statement of
work.

1.6 Debris and waste disposal

The contractor will keep the work site clean andaee all trash and debris from
the site on a weekly basis or more often. Thersiist be kept clean and
presentable at all times.

1.7 Damage contr ol

The contractor will take all necessary precautionisto damage anything outside
their perimeter of work. Any damages to the langsag plants or installations
will be restored to the original condition at trentractor’s expense.

2. Guard Booth

2.1 Relocation of the existing guard booth

a) The contractor will carefully disconnect the elet, telephone and security
wiring from the booth.

b) The contractor will prepare a temporary site f& gfuard booth by placing
four precast concrete pavers approximately 10 mai@uth of the existing
booth location.

c) Electrical, telephone and security wiring will @ised at the point where
they were disconnected. All wiring will be extendedhe temporary guard
booth location and connected there. All temporamynections must be
waterproof and secure from possible accidentalkaga

2.2 Demolition and excavation

a) The contractor will cut down the trees in the peten of the new guard booth
and remove the roots.

b) The contractor will demolish the existing guard thofmundation and path
around it, taking precautions that no undergrounsthilation is damaged.

c) The contractor will perform all necessary excavafar the foundation and
drainage according to the submitted drawings.

d) The contractor will excavate for the light polesidhe trench between them
according to the supplied drawing.
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2.3 Foundation

a) The contractor will prepare a 10cm bed of compactedhed stone bed for

b)

c)

the foundation slab sized according to the subohiftrawing.

Foundation slab will be reinforced with two Q-25@ed rebar meshes and
poured over the crushed stone bed. The thicknesediab will be 30cm.

Bituminous paperboard V4 waterproofing will be apglon the slab after the
concrete has cured

2.4 Grading and landscaping

a)

b)

The excess soil from the excavation will be ket ased for leveling the
ground around the guard booth. In case that marésstecessary, it will be
supplied by the contractor.

After the construction works are over, the conwaatill restore all damages
on the grass and other plants and plant new gratseograded area.

2.5Wallsand ceiling

a)

b)

f)

9)

The walls will be made out of Ytong autoclaved &taconcrete thermo
blocks TB 30/20+ joined with Ytong thin joint mortd he contractor must
precisely follow the instructions for working witllocks provided by the
manufacturer.

The corners of the booth will be poured from C202820) concrete
reinforced with B500B (fy=500 MPa) rebar. Ytong BRB/20 corner blocks
will be used as forms, additionally insulated wattm of extruded polystyrene
inside the form (Styrodur 2500 C or equivalent).

Ytong UP 30 U-profile elements will be used to fatme lintels above all
windows and doors. The lintels will be reinforceidhnd12 B500B rebar and
poured from MB20 concrete. 30mm of extruded polystg will be placed
inside the form.

On the top of the walls, a ring beam will be poufr@in MB20 concrete
reinforced with @12 B500B rebar.

Ceiling will be 12.5mm drywall suspended from tbeft Reinforcements will
be installed to accommodate the weight of the AiE. u

Exterior Wall Finishing — Walls will be smoothedtiviBaumit KlebeSpachtel
compound or equivalent as specified on pages 26-2Tong “Upute za
zidanje” manual. The finishing layer will be siltegplaster matching the
residence in texture and color.

Interior Wall Finishing — Walls will be smoothedtWwiBaumit PutzSpachtel
compound or equivalent as specified on pages 3®-31ong “Upute za
zidanje” manual. Walls will be painted with DuluwDQ@EggShell paint in
white color following the manufacturer’s instrugis
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2.6 Floor
a) The floor of the guard booth will consist of thdldaving layers:
- 50mm of extruded polystyrene thermal insulatiod lam the
waterproofing.
- 50mm of cement based screed reinforced with @2x@x5 galvanized
steel mesh
- 4mm Industrial epoxy floor coating

2.7 Roof
a) The roof will be warm gable 30 degree slope rodhwhe secondary roof
consisting of the following components:

- 120x120mm glued laminated timber girder beams amchim the ring
beam

- 100x160mm glued laminated timber beams

- Vapor barrier attached to the bottom of the beams

- 160mm mineral wool insulation between the beams

- 18mm OSB board

- Tondach Tuning FOL-S foil

- 3x5cm vertical lath

- 3x5cm horizontal lath

- Tondach Kontinental Plus roof tiles

- Special edge tiles on sloped edges

- Ridge tiles (dry mounted to allow ventilation)

b) 150mm semi-circular gutters will be mounted belbe bottom row on both
sides of the roof.

¢) There will be one downspout on each side of thé it will drain the water
into the drainage.

2.8 Doors and Windows

a) The contractor will supply and install high qualRy C windows according to
the drawings.

b) Thermal coefficient of the windows must be 1.3\inor better.

c) Windows W-1 and W-4 will be horizontal sliding sagsimdows. Windows
W-2, W-3 and W-5 will be tilt and turn windows.

d) Entrance door as well as the trash door will beemzfdhe profile matching
the windows.

e) Entrance door will have PVC insert at the bottorf &iad glazing at the top
half. High security cylinder lock will be providedth the door.

f) Trash door will be a double leaf door. Left andhtibpaves will be
symmetrical.
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g) Contractor will install the windows and doors usmgchanical anchors. All
gaps between the window and door frames and masaltye filled with
polyurethane foam.

h) Interior and exterior window sills will be made 20mm granite stone.

2.9 Drainage and sidewalk

a) The contractor will excavate a 70cm deep trenchredihg 1 meter on all four
sides of the guard booth.

b) The trench will be filled with gravel and compacted

c) 5cm wide curb will be set in concrete alongsidedtige of the trench. The
top of the curb will be level with the pavers.

d) 0-4mm sand bed will be laid on the top of the grawith the thickness of
4cm.

e) Semmelrock “La Linia” pavers will be installed ayptof the sand bed. The
color and pattern of the pavers will match the psweé the driveway.

2.10 Electrical and telecom installation

a) The electrical installation will be surface moungdminum raceway system
Legrand DLP or equivalent.

b) The electrical installation will be connected te #xisting feed and will
include the new exterior light poles.

c) Cable between the Guard Booth and light polesheilburied with the
minimum depth of 60cm and protected by two-layerflekble tubing.

d) The electrical installation will be clearly labeladd protected by GFI.

e) Phone, video and other wiring will be distributesing the same system as the
electrical.

2.11 Light fixtures
a) Fluorescent light fixtures:
- LF-1:iGuzzini LineaLuce 1X21W T16 (Code 7863) EA

- LF-2: Dimmable task light — exact model to be dmieed — 1 EA

b) Halogene light fixtures:
- LF-3:iGuzzini Floodlight 300 W QT-DE 12 — 2 EA

2.12 Light posts
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a) There will be five new light poles along the driveepnbetween the guard
booth and the house.

b) Each light post will be mounted on a 40x40x60cmceete foundation.
Cables will be run through the conduit throughtiiddle of the concrete.
Light posts foundations will be 10cm higher thaa surrounding ground
level.

c) Light fixtures will be iGuzzini Flaminia B with 100 Sodium vapor light
bulb mounted on the top of the 3.5 meter tall poles

d) Lights will be controlled through the main contpanel in the guard booth.
2.13Lightning Protection

a) The contractor will make a grounding ring consigtof 3 grounding
electrodes around the guard booth connected toahehwith 25x4mm
FeZn grounding tape. The minimum distance betwkerelectrodes is 5
meters from each other.

b) Light posts will be connected to each other anithéogrounding ring using
25x4mm FeZn grounding tape.

c) Another 25x4mm FeZn grounding tape will be mouritethe roof ridge and
extended down to the grounding ring.

2.14 Heating and Air-conditioning

a) The contractor will provide and install split pa&kC unit Daikin
FHQ35BVV1B/RXS35G2V1B. The interior unit will be mounted oreth
ceiling. Exterior unit will be mounted on the walbove the window W-4.

b) The contractor will provide and install convectangl heater BEHA P-10.
The heater will be installed on the east wall betb@/ closet.

2.15Furniture

a) The contractor will make furniture for the guardboas specified in the
drawings.
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3. Scheduling

3.1 Duration of works

The work described in this statement is schedwddst for 30 working days.
Working hours are from 08:00-18:00. The contraetitrbe given a minimum of two
weeks’ notice before the start of the work.

4. Warranty

4.1 The contractor will issue a warranty for workmams¥alid for two years after the
acceptance by the Contracting Officer.
The contractor will submit all manufacturers’ wantias for the installed
equipment to the CO upon completion.
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